
  

 

4. Will the Contractor be responsible for the expense of erosion control and seeding? 
 

a. Contractor is responsible for erosion control as stated in Plans and Specifications. The 
City is responsible for seeding. See Erosion Control Plan (ES-1) Erosion Control Note 6. 
“Grass/Vegetative cover to be performed by City. Contractor shall coordinate with City 
when grading operations are nearing completion to coordinate placement of 
sod/seed/vegetative cover by the City of Covington Public Works Department.” 
 
 

5. What failures exist in the existing 42” pipe, is the condition feasible for flowable fill or will it leak 
out? 
 

a. The 42” pipe has experienced joint failures as revealed by CCTV video investigation 
perform by the City of Covington prior to design. Based on best available information it 
does not appear that there are substantial voids to raise concern of losing excess 
quantities of flowable fill during the pumping operation. In any case, the Contractor is 
responsible for sequencing the Work as needed to ensure the Contract quantity is not 
exceeded. 
 

6. Has the existing 42” pipe been videoed? What does the joint separation look like? 
 

a. Yes, the existing 42” pipe has been videoed and will be provided.  
 

7. Does the Contractor need to expose the waterline, can the Contractor perform the Work? 
 

a. Yes, the Contractor is required to expose the waterline as part of the excavation required 
for the proposed 42” pipe item. Exposing the waterline is not a separate pay item. The 
Contractor must provide City of Covington Public Works Department with a minimum of 
three (3) days’ notice prior to beginning this Work. The waterline, a 6” steel line, will be 
offset above the 42” pipe, if existing conditions allow. All utility Work related to the 
waterline will be performed by Public Works. The Contractor is not permitted to perform 
Work on the waterline itself. 
 

8. If Work is halted due to vibrations or settlement, is delay time 30 consecutive days or 30 Work 
days? 
 

a. Thirty (30) Work days. As stated in the Specifications, ”If Work is halted by the City or 
Engineer due to vibration/settlement of the structure, additional days may be added to the 
Contract. If the halted Work exceeds 30 Working days, the Contractor may request to 
charge time for downtime if the sole cause of the halted Work is due to the 
vibration/settlement of the structure as indicated by City or Engineer.” 
 

9. What if any damage is caused to the building, is the Contractor responsible for it? 
 

a. The Contractor will be responsible for any damage caused as a result of their Work, 
including but not limited to damage to the Department of Children and Family Services 
building. Standard practice holds the contractor accountable for damages resulting from 
their performance of the Work. Monitoring services are in place to ensure oversight, and 
recommendations have been provided in the contract documents to minimize impact. 



  

 

However, the Contractor retains full responsibility for any damages that occurs due to 
performance of the Work on their jobsite. 
 

10. Is the existing headwall for the existing 42” pipe going to be removed? 
 

a. The existing headwall shall remain. The new headwall will be tied into the existing 
headwall per the detail in the Plans (sheet C-5).  
 

11. How is the rip rap and fillable flow going to be placed with the 6” steel waterline near the end of 
pipe?  
 

a. Contractor shall not install flowable fill (grout rip-rap) directly over top or within 6” on each 
side of the existing 6” steel waterline near the existing and proposed concrete headwall 
as shown on the Plans within MLK Creek. Contractor shall ensure flowable fill does not 
seal, partially or otherwise, damage, or cover the existing waterline during when 
performing the Work 

b. Contractor shall not install rip-rap directly over top or within 6” on each side of 6” steel 
waterline. Contractor shall ensure rip-rap does not damage existing waterline during 
installation. Contractor may carefully place rip-rap underneath the existing waterline, 
where necessary, for performing the Work as shown on the Plans.  

c. Contractor shall coordinate with City of Covington Public Works prior to installation of rip-
rap and flowable fill.  

 
 
Addendum 01 Attachments: 

 
 Technical Specifications 

o Revised Table of Contents 
o Revised 711-01-03020 Rip Rap Specification  

 Added language regarding installation of Rip Rap near 6” steel waterline 
o Revised 710-01-00100 Flowable Fill Specification 

 Added language regarding installation of grout near 6” steel waterline 
o Revised 702-03-00200 Catch Basin (CB-02) Specification 

 Included Cast-In-Place as an option for CB-02 installation 
o New 202-01-00100 Removal of Structures and Obstructions Specification  

 Specifications for Removal of Existing Catch Basin and Existing Fence 
 

 Bid Plans 
o Revised Demo Plan (D-1) 

 Added notes. See revision clouds. 
o Revised Erosion Control (ES-1) 

 Added notes. See revision clouds. 
o Revised Site Plan (C-1.1) 

 Added notes. See revision clouds. 
o Revised Grading Plan (C-2) 

 Added notes. See revision clouds. 
 

 LA Uniform Public Work Bid From  
o Addition of Item 202-01-00100 Removal of Structures and Obstructions 

 
 Sign-In sheet from Mandatory Pre-Bid Conference 

 



  

 

Sincerely, 

 
 
 
Chris Russo, P.E. 
Project Manager 
Duplantis Design Group 
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ITEM 711-01-03020 RIP RAP (30LB, 18” THICK) 

 PART 1 – GENERAL 

1.01 SCOPE 

A. Furnish and place riprap in accordance with LSSRB 711 and in conformity to the 
lines, grades, and thickness shown on the Plans or as directed by the Engineer. 

 PART 2 – PRODUCTS 

2.01 MATERIALS 

A. Reference LSSRB Section 711.02. 

B. Geotextile fabric shall comply with LSSRB 1019.01. 

 PART 3 – EXECUTION 

3.01 EXECUTION 

A. Grade slopes or areas on which riprap is to be placed to the required section and 
dimension. Place riprap on the prepared slope or area in a manner which will 
produce a reasonably well-graded mass of stone with a minimum practicable 
percentage of voids. Place the entire mass of stone in conformance with the 
lines, grades, and thickness in one operation without displacing underlying 
material.  

B. Place geotextile fabric on the prepared slope or area specified in the Plans in 
accordance with LSSRB 203.11.3 before placement of riprap. Take care not to 
damage the geotextile fabric when placing riprap. 

C. Contractor shall not install rip-rap directly over top or within 6” on each side of 6” 
steel waterline. Contractor shall ensure rip-rap does not damage existing 
waterline during installation. Contractor may carefully place rip-rap underneath 
the existing waterline, where necessary, for performing the Work as shown on 
the Plans.  

 PART 4 – MEASUREMENT AND PAYMENT 

4.01 MEASUREMENT 

A. Bid Item No. 711-01-03020, Rip Rap (30LB, 18” Thick), shall be measured by the 
Square Yard. No measurement or payment will be made for excavation or 
backfilling. 

4.02 PAYMENT 

A. Payment for Bid Item No. 711-01-03020, Rip Rap (30LB, 18” Thick), shall be 
made at the Contract unit price per Square Yard. 
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B. Geotextile fabric is considered incidental to this Work. 

-- END OF SECTION --  
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ITEM 710-01-00100A FLOWABLE FILL (FILL EXISTING PIPE) & 710-01-00100B 
(GROUT RIP-RAP) 

 PART 1 – GENERAL 

1.01 SCOPE 

A. 710-01-00100A: Furnish, place, and consolidate a controlled low strength 
flowable fill as an alternative to compacted soil to fill voids and backfill in and 
around the existing pipe.   

B. 710-01-00100B: Furnish, place, and consolidate a controlled low strength 
flowable fill over the required Rip Rap, as an alternative to compacted soil, 
ensuring all voids are filled and a solid, stable structure is provided.  

C. For Item 710-01-00100A, the Contractor shall excavate to partially expose the 
top half of the existing 42” pipe at the recommended locations shown on the 
Plans.  

 PART 2 – PRODUCTS 

2.01 MATERIALS 

A. Flowable Fill: Reference LSSRB Section 710.02. Contractor shall use 
Excavatable Flowable Fill for both items. Design Mix shall follow LSSRB Table 
710-1. Contractor to provide trail batch mix design to Engineer for approval prior 
to construction.  

B. Materials for backfilling the excavated areas shall be in accordance with LSSRB 
Section 701.02 unless other specified herein: 

1. Backfill Material - Backfill material shall be per LSSRB Section 701.08: 
Type “B” backfill materials are select soils with a maximum PI of 20, 
maximum LL of 35, and maximum organic content of 5%. Soils with silt 
content of 50% or greater and also a PI of 10 or less will not be allowed.  

a. Material Testing: Contractor shall procure samples of the Type “B” 
backfill material from an LADOTD approved vendor and test material 
properties to verify compliance with LSSRB Section 701.08 and 
these specifications.  

b. Reference Standards:  

1) ASTM D698 Standard Proctor Compaction. Frequency of 
testing shall be one compaction per trench. Contractor shall 
submit the test results within 5 business days of the test.  

2) ASTM D4318 Atterberg Limits. Frequency of testing shall be 
one sample per 250 tons or 200 CY of compacted material. 
Contractor shall submit the test results prior to construction for 
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initial approval of the material by the Engineer then within 5 
business days thereafter of the sample’s collection date. 

2. “Final Backfill” above Type “B” backfill, as shown on BM-01 sheets 01 and 
02 and stated in Note 4 on BM-01 sheet 01, shall be Plastic Soil Blanket 
material per LSSRB Section 203.10 or native excavated material from 
onsite excavations that is approved by the Engineer. If non-native/imported 
material is used, the Contractor shall have the “Final Backfill” material 
tested per LSSRB Section 201.10 and results approved by the Engineer 
prior to construction. 

a. If native excavated material is used, it shall be free of all lumps, 
roots, stones, and other foreign matter larger than 2 inches in 
diameter or length and compacted to 95% of the maximum dry 
density as determined by ASTM D698. 

b. If native excavated material is used as “Final Backfill”, the material 
shall be stored onsite in a lawful manner and should not be allowed 
to excessively wet or disperse. Silt fence shall be erected to capture 
any runoff from stockpiled material with a footprint in excess of 30 
square feet. 

c. Un-used excavated material shall be hauled off and disposed of in a 
lawful manner at no direct pay. 

 PART 3 – EXECUTION 

3.01 EXECUTION 

A. Place flowable fill in accordance with LSSRB 710.03 and to the lines and grades 
shown on the Plans. 

B. Placement of flowable fill for the purpose of filling the cracks in the rip rap should 
achieve a thickness of +/- 8 inches. 

C. Contractor shall not install flowable fill (grout rip-rap) directly over top or within 6” 
on each side of the existing 6” steel waterline near the existing and proposed 
concrete headwall as shown on the Plans within MLK Creek. Contractor shall 
ensure flowable fill does not seal, partially or otherwise, damage, or cover the 
existing waterline during when performing the Work 

D. Engineer highly recommends a phased approach to filling the existing pipe with 
the flowable fill. Contractor may utilize any reasonable method to ensure the 
pipes are fully filled and free of any voids. Engineer recommends coring the pipe 
periodically at the top of the pipe, and pumping in flowable fill until the pipe is full 
and discharging from the orifice being filled. Cutting and partitioning the existing 
pipe is permitted. Contractor shall include proposed method of filling pipe with 
flowable fill in the Work Plan. 
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E. Due to the proximity of the building and the potential risk of settlement caused by 
heavy machinery, the Engineer strongly recommends that hand excavation be 
employed exclusively in areas required to expose the existing pipe. Should the 
Contractor opt to use machinery for excavation near the building, the Engineer 
advises that all equipment maintain the maximum possible distance from the 
building and utilize the smallest machinery possible to limit vibrations and soil 
disturbance.  

F. Upon backfilling the excavated areas with approved materials, Contractor shall 
ensure soil is positively graded to ensure water is directed away from the 
building.  

 PART 4 – MEASUREMENT AND PAYMENT 

4.01 MEASUREMENT 

A. Bid Item No. 710-01-00100A, Flowable Fill (FILL EXISTING PIPE), shall be 
measured by the Cubic Yard by batch tickets as adjusted by the Engineer. Batch 
tickets shall be provided to the Engineer with the respective pay application in 
one uniform digital PDF submittal.  

B. Bid Item No. 710-01-00100B, Flowable Fill (GROUT RIP-RAP), shall be 
measured by the Square Yard based on the area of placement observed in the 
field. Batch tickets shall be provided to the Engineer with the respective pay 
application in one uniform digital PDF submittal. 

4.02 PAYMENT 

A. 710-01-00100A: Payment for Flowable Fill (FILL EXISTING PIPE) will be made 
at the Contract unit price per Cubic Yard.  

B. 710-01-00100B: Payment for Flowable Fill (GROUT RIP-RAP) will be paid by the 
Square Yard.  

C. Payment for General Excavation and Backfill involved with this item shall be 
considered incidental to the Work.  

-- END OF SECTION --
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ITEM 702-02-00300 MANHOLE (R-CB-11 MOD), 702-03-00200 CATCH BASINS (CB-
02), 702-03-00100 (CB-01) 

PART 1 – GENERAL 

1.01 SCOPE 

A. Procure and install catch basins and manholes in accordance with these 
specifications and the lines and grades shown on the Plans or as directed. 

PART 2 – PRODUCTS 

2.01 MATERIALS 

A. Catch basin and manhole materials shall comply with LSSRB 702.02. 

B. Bedding and Backfill materials shall be in accordance with LSSRB Section 
701.02 unless otherwise specified herein. 

1. Bedding Material - All pipe and structure bedding material shall be #57 
stone with the following gradation as defined by ASTM D448: 

Sieve Size % Passing 

1 ½” (37.5 mm) 100% 

1” (25.0 mm) 95-100% 

½” (12.5 mm) 25-60% 

No. 4 (4.75 mm) 0-10% 

No. 8 (2.36 mm) 0-5% 

 

a. Material Testing: Contractor shall procure samples from an LADOTD 
approved vendor, collect samples of the bedding material per ASTM 
D75, perform sieve analysis per ASTM C136 and determine fines 
content per ASTM C117. Contractor shall submit the test results prior 
to construction for approval by the Engineer. Frequency of testing 
shall be one sample per 20 Tons or 14 CY of compacted material. 

2. Backfill Material - Backfill material shall be per LSSRB Section 701.08: 
Type “B” backfill materials are select soils with a maximum PI of 20, 
maximum LL of 35, and maximum organic content of 5%. Soils with silt 
content of 50% or greater and also a PI of 10 or less will not be allowed.  

a. Material Testing: Contractor shall procure samples of the Type “B” 
backfill material from an LADOTD approved vendor and test material 
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properties to verify compliance with LSSRB Section 701.08 and 
these specifications.  

b. Reference Standards:  

1) ASTM D698 Standard Proctor Compaction. Frequency of 
testing shall be one compaction test per 200LF of trench. 
Contractor shall submit the test results within 5 business days 
of the test.  

2) ASTM D4318 Atterberg Limits. Frequency of testing shall be 
one sample per 250 tons or 200 CY of compacted material. 
Contractor shall submit the test results prior to construction for 
initial approval of the material by the Engineer then within 5 
business days thereafter of the sample’s collection date. 

3. “Final Backfill” above Type “B” backfill, as shown on BM-01 sheets 01 and 
02 and stated in Note 4 on BM-01 sheet 01, shall be Plastic Soil Blanket 
material per LSSRB Section 203.10 or native excavated material from 
onsite excavations that is approved by the Engineer. If non-native/imported 
material is used, the Contractor shall have the “Final Backfill” material 
tested per LSSRB Section 201.10 and results approved by the Engineer 
prior to construction. 

a. If native excavated material is used, it shall be free of all lumps, 
roots, stones, and other foreign matter larger than 2 inches in 
diameter or length and compacted to 95% of the maximum dry 
density as determined by ASTM D698. 

b. If native excavated material is used as “Final Backfill”, the material 
shall be stored onsite in a lawful manner and should not be allowed 
to excessively wet or disperse. Silt fence shall be erected to capture 
any runoff from stockpiled material with a footprint in excess of 30 
square feet. 

c. Un-used excavated material shall be hauled off and disposed of in a 
lawful manner at no direct pay. 

PART 3 – EXECUTION 

3.01 EXECUTION 

A. Material shall be placed and installed per LADOTD Standard Plan BM-01 and other 
pertinent details and specifications for the construction of the proposed drainage 
infrastructure.  

B. Catch basins and manholes shall be cast in place or pre-cast units and contain the 
specified number, and size of pipe openings required for the drainage system. All 
Structural Concrete construction shall conform to LSSRB 805 and units shall be 
installed in accordance with LSSRB 702.04. 
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C. Install temporary inlet and pipe protection to ensure that sediment and debris are 
prevented from entering the structures throughout the construction process. 
Temporary inlet protection shall be installed per the detail on sheet C-3 of the Plans 
on the proposed catch basins if the structure or pipe will be exposed to potential 
sediment intrusion for a period of more than 3 hours.  

D. All backfilled structures, shall be bedded, backfilled, and/or capped per: 

1. All structures in the Plans shall be backfilled as shown on LADOTD 
Standard Plan BM-01 sheets 01-02. The top 12”-14” of “Final Backfill” 
material shall be a plastic soil blanket per LSSRB Section 203.10 or native 
excavated material approved by the Engineer. 

2. Compaction: All fill/backfill material shall be compacted to a minimum of 
95% of the maximum dry density and within +/- 2% of the optimum 
moisture content as determined by ASTM D698 (Standard Proctor). All 
material shall be installed in maximum 8” loose lifts in accordance with 
ASTM D698. 

 

PART 4 – MEASUREMENT AND PAYMENT 

4.01 MEASUREMENT 

A. Measurement for Bid Item No. 702-02-00300 Manhole (R-CB-11 MOD) and 702-
03-00200 Catch Basins (CB-02), 702-03-00100 (CB-01) should be per Each. 
Excavation, bedding material, backfill, and temporary inlet and pipe protection 
required for installation of these units will not be measured for payment and are 
considered incidental to this item. Dewatering, shoring and bracing needed to 
meet OSHA requirements are considered incidental to the Work and will not be 
measured for payment. 

4.02 PAYMENT 

A. Payment for Bid Item No. 702-02-00300 Manhole (R-CB-11 MOD) and 702-03-
00200, Catch Basins (CB-02), 702-03-00100 (CB-01), will be made at the 
Contract unit price per Each which will include all materials, tools, equipment, 
labor and incidentals necessary to complete the Work. 

B. Payment shall not be requested until the structure or pipe is installed, backfilled, 
compacted, and requires no further earthwork or modification. 

-- END OF SECTION --
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202-01-00100 REMOVAL OF STRUCTURES AND OBSTRUCTIONS 

 PART 1 – GENERAL 

1.01       SCOPE 

A. REMOVAL OF CATCH BASIN: This works consists of the removal of the existing 
concrete catch basin. The existing catch basin to be removed is within the limits 
of required concrete removal as shown on the Plans.  

B. REMOVAL OF FENCE: Removal of the existing chain link fence onsite as 
needed for construction of the proposed improvements. 

 PART 2 – PRODUCTS 

2.01       MATERIALS – N/A 

 PART 3 – EXECUTION 

3.01       REMOVAL OF CATCH BASIN 

A. Contractor shall disconnect the existing subsurface drainage without damaging 
the existing pipe.  

B. The existing catch basin has three (3) existing subsurface drainage pipes 
connecting to it that will remain and shall be re-connected to the proposed catch 
basin upon replacement. Reference 702-02-00200 Catch Basin (CB-02) for 
further information. 

C. The existing 42” pipe SW connection is the 42” pipe that will be filled with 
flowable fill and capped. 

D. Catch Basin removal shall comply with LSSRB Section 202. 

3.02       REMOVAL OF FENCE 

A. A. Contractor shall coordinate with City and Owner prior to construction for 
handling and removal of existing chain link fence mesh, support posts, and 
associated hardware, in its entirety, within the limits of construction.  

B. B. Contractor is responsible for scheduling and performing the work. The 
chain link fence and/or posts shall only be removed as necessary for 
construction. 

C. The Contractor is required to carefully remove existing chain link fence 
mesh, roll into a neat section and store in a safe location onsite within the limits 
of construction or in an area designated by the landowner upon coordination with 
the landowner prior to construction. Support posts and associated debris shall be 
removed and disposed of in a lawful manner as needed for construction. 
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replacement of the fence will be the responsibility of the land owner after 
construction. 

 

 PART 4 – MEASUREMENT AND PAYMENT 

4.01       MEASUREMENT 

A. Bid Item No. 202-01-00100, Removal of Structures and Obstructions shall be 
measured by Lump Sum.  

A. Payment for this bid item shall constitute compensation for all plant, materials, 
and labor required to execute the Work including any required demolition, 
excavation and backfill. 

4.02       PAYMENT 

B. Payment for Bid No. 202-01-00100, Removal of Structures and Obstructions,  
shall be made at the Contract unit price per Lump Sum. 

-- END OF SECTION -- 
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BID SET

© 2022 DUPLANTIS DESIGN GROUP, P.C.

SHEET

D-1

CITY OF COVINGTON
PROJ. NO. C0240

DEMO PLAN
HORIZONTAL SCALE  IN  FEET

010' 5' 10' 20' 30'Know what's below.
Call before you dig.

DEMOLITION NOTES:
1. CONTRACTOR SHALL COORDINATE WITH CITY AND OWNER PRIOR TO CONSTRUCTION FOR REMOVAL OF EXISTING CHAIN LINK FENCE MESH, SUPPORT POSTS, AND ASSOCIATED HARDWARE, IN ITS

ENTIRETY, WITHIN THE LIMITS OF CONSTRUCTION. CONTRACTOR IS RESPONSIBLE FOR SCHEDULING AND PERFORMING THE WORK. THE CHAIN LINK FENCE AND/OR POSTS SHALL ONLY BE REMOVED AS
NECESSARY FOR CONSTRUCTION.  CONTRACTOR IS REQUIRED TO CAREFULLY REMOVE EXISTING CHAIN LINK FENCE MESH, ROLL INTO A NEAT SECTION AND STORE IN A SAFE LOCATION ONSITE
WITHIN THE LIMITS OF CONSTRUCTION OR IN AN AREA DESIGNATED BY THE LANDOWNER UPON COORDINATION WITH THE LANDOWNER PRIOR TO CONSTRUCTION. SUPPORT POSTS AND ASSOCIATED
DEBRIS SHALL BE REMOVED AND DISPOSED OF IN A LAWFUL MANNER AS NEEDED FOR CONSTRUCTION. REPLACEMENT OF THE FENCE WILL BE THE RESPONSIBILITY OF THE LAND OWNER AFTER
CONSTRUCTION.

2. THE CONTRACTOR IS RESPONSIBLE FOR AND SHALL COORDINATE WITH RESPECTIVE UTILITY COMPANIES PRIOR TO THE DISCONNECTION, REMOVAL, &/OR RELOCATION OF UTILITIES. THE
CONTRACTOR SHALL COORDINATE WITH THE UTILITY COMPANY TO DETERMINE IF PORTIONS OF UTILITY WORK WILL BE PERFORMED BY THE UTILITY COMPANY'S FORCES & ANY FEES WHICH ARE TO BE
PAID TO THE UTILITY COMPANY FOR THEIR SERVICES. THE CONTRACTOR IS RESPONSIBLE FOR UTILITY DISCONNECTION, REMOVALS/RELOCATIONS, AND PAYING ASSOCIATED FEES & CHARGES UNLESS
OTHERWISE NOTED IN THE PLANS.

3. THE CONTRACTOR IS RESPONSIBLE FOR THE DEMOLITION & REMOVAL OF ALL FLUMES, FOUNDATIONS, PARKING, DRIVES, DRAINAGE STRUCTURES, UTILITIES, ETC, TO FACILITATE THE CONSTRUCTION
OF IMPROVEMENTS SHOWN ON THE REMAINING CONSTRUCTION DOCUMENTS. THE CONTRACTOR IS RESPONSIBLE FOR ALL PERMITS INVOLVED WITH DEMOLITION ACTIVITIES AND IS RESPONSIBLE FOR
REMOVING & DISPOSAL OF THE DEBRIS IN AN APPROVED, LAWFUL MANNER. THE CONTRACTOR MAY NOT STORE DEMOLISHED MATERIAL ONSITE UNLESS APPROVED IN WRITING BY THE OWNER.

4. EXISTING UTILITIES (INCLUDING METERS, VALVES, ETC.) BEING REMOVED SHALL BE REMOVED, TERMINATED & CAPPED AT THE PROPERTY LINE UNLESS OTHERWISE NOTED IN THE PLANS.
5. THE CONTRACTOR SHALL MAINTAIN UTILITY SERVICES TO THE EXISTING ADJACENT PROPERTIES AT ALL TIMES. IF UTILITY REMOVAL &/OR RELOCATION WILL AFFECT AN ADJACENT PROPERTY OWNER,

THE CONTRACTOR SHALL COORDINATE WITH AFFECTED PARTIES & UTILITY COMPANIES PRIOR TO THE RELOCATION &/OR REMOVAL OF UTILITIES. UTILITY SERVICE SHALL NOT BE INTERRUPTED
WITHOUT WRITTEN APPROVAL FROM THE AFFECTED END USER.

6. ALL AREAS WHERE PAVEMENT, STRUCTURE SLABS, FOUNDATIONS, UTILITIES, CONDUITS, UTILITY STRUCTURES, AND FACILITIES HAVE BEEN REMOVED SHALL BE BACKFILLED WITH COMPACTED SELECT
BACKFILL MATERIAL. SELECT FILL MATERIAL SHALL BE PLACED & COMPACTED PER THE REQUIREMENTS OF SITE PREPARATION NOTES, APPLICABLE SPECIFICATIONS & THE OWNERS GEOTECHNICAL
ENGINEER.

7. EXISTING MANHOLES, DRAINAGE STRUCTURES & VALVE BOXES TO REMAIN IN PLACE SHALL BE ADJUSTED TO FINAL GRADES.
8. PRIOR TO ANY WORK ONSITE, THE CONTRACTOR SHALL CONTACT THE LOUISIANA ONE CALL SYSTEM AT 1-800-272-3020 OR 811. THE CONTRACTOR IS RESPONSIBLE FOR ALL UTILITY REMOVALS.
9. THE LOCATIONS OF ALL EXISTING UTILITIES SHOWN ON THIS PLAN HAVE BEEN DETERMINED FROM THE BEST INFORMATION AVAILABLE AND ARE GIVEN FOR THE CONVENIENCE OF THE CONTRACTOR.

THE ENGINEER ASSUMES NO RESPONSIBILITY FOR THEIR ACCURACY.
10. ANY DAMAGE TO EXISTING IMPROVEMENTS TO REMAIN SHALL BE REPLACED AT CONTRACTOR'S EXPENSE. REPLACEMENT AND REPAIRS MADE SHALL BE EQUAL TO OR BETTER THAN EXISTING.
11. THE CONTRACTOR SHALL CONTACT THE OWNER AT LEAST 72-HOURS PRIOR TO BEGINNING OF DEMOLITION OPERATIONS TO ENSURE ALL SALVAGEABLE MATERIAL DESIRED BY THE OWNER IS

REMOVED FROM THE SITE.
12. PRIOR TO BEGINNING DEMOLITION, CONTRACTOR SHALL LOCATE AND MARK LIMITS OF CONSTRUCTION. NO CONSTRUCTION ACTIVITIES SHALL TAKE PLACE OUTSIDE OF THOSE LIMITS.
13. THE CONTRACTOR SHALL CONDUCT A PRE-CONSTRUCTION MEETING ON SITE WITH ALL UTILITY COMPANIES IMMEDIATELY AFTER CONTRACT AWARD TO COORDINATE SCHEDULE FOR UTILITY REMOVAL

AND RELOCATION.
14. THE CONTRACTOR SHALL BE RESPONSIBLE FOR VISITING THE SITE PRIOR TO SUBMITTING A BID TO DETERMINE THE COMPLETE SCOPE OF THE DEMOLITION PROGRAM.
15. CONTRACTOR SHALL COORDINATE WITH OWNER TO DETERMINE IF ANY ITEMS BE SALVAGED OR REMOVED BY OTHERS PRIOR TO DEMOLITION.
16. ADEQUATE EROSION CONTROL DEVICES MUST BE INSTALLED PRIOR TO THE START OF DEMOLITION ACTIVITIES UNLESS OTHERWISE NOTED IN THE PLANS OR APPROVED IN WRITING BY THE ENGINEER.
17. PRIOR TO THE START OF DEMOLITION AND CONSTRUCTION ACTIVITIES THE CONTRACTOR MUST CALL 811 AND THE LOCAL UTILITY PROVIDERS TO HAVE ALL UTILITIES MARKED WITHIN THE PROJECT

AREA. AFTER UTILITIES ARE MARKED, THE CONTRACTOR SHALL PERFORM A PLAN IN HAND WALK THRU OF THE ENTIRE PROJECT AREA AND SHALL CONTACT THE CIVIL ENGINEER IMMEDIATELY IF
THERE ARE ANY DEVIATIONS IN THE LOCATIONS OF EXISTING UTILITIES SHOWN IN THE PLANS AND/OR THE PRESENCE OF UTILITIES THAT ARE NOT SHOWN IN THE PLANS.

18. THE CONTRACTOR SHALL EXERT ALL REASONABLE EFFORTS TO MINIMIZE VIBRATIONS DURING DEMOLITION. SHOULD ANY VIBRATION OR SURVEY MONITORING INDICATE SETTLEMENT OR EXCESSIVE
VIBRATIONS, THE CONTRACTOR SHALL CEASE OPERATIONS AND COORDINATE WITH THE ENGINEER.

EXISTING CURB TO BE
REMOVED

EXISTING CONCRETE PARKING LOT,
FOUNDATIONS TO BE REMOVED

LEGEND - NEW IMPROVEMENTS

EXISTING LEGEND
5/8" CAPPED IRON ROD SET (VF 804)
DRAIN INLET
ELEVATION POINT
FENCEPOST
FIRE HYDRANT
FLAG POLE
FOUND PROPERTY CORNER
GAS METER
GAS VALVE
MECHANICAL POINT
POWER DROP
POWER JUNCTION BOX
POWER POLE
SEWER CLEANOUT
SEWER LIFT STATION
SEWER MANHOLE
SIGN POLE
TELEPHONE PEDESTAL
TREE
WATER METER
WATER VALVE

CENTERLINE
DRAINAGE
EDGE OF BUILDING
FENCE
GROUND CONTOUR
FLOOD ZONE LINE
OVERHEAD ELECTRIC
PROPERTY LINE
SERVITUDE LINE
TREE DRIP LINE
TOE OF DITCH
TOP OF DITCH
UNDERGROUND GAS
UNDERGROUND ELECTRIC
UNDERGROUND WATER

WM

EXISTING CONCRETE PARKING /
CONCRETE SIDEWALK

XEXISTING FENCE TO BE
REMOVED

X
X

X
X

X
X

EXISTING SUBSURFACE DRAINAGE
PIPE TO BE REMOVED

FULL DEPTH SAWCUT LINE

X
X

X
X

X
X

X
X

X
X

X
X

X

X
X X

X

EXISTING UNDERGROUND
DOWNSPOUT COLLECTOR
PIPE TO BE REMOVED AND
REPLACED, SEE GRADING
PLAN SHEET C-2. NO WORK TO
BE PERFORMED ON
DOWNSPOUT ATTACHED TO
THE BUILDING.

EXISTING UNDERGROUND
DOWNSPOUT COLLECTOR
PIPE TO BE REMOVED AND
REPLACED, SEE GRADING
PLAN SHEET C-2. NO WORK TO
BE PERFORMED ON
DOWNSPOUT ATTACHED TO
THE BUILDING.

EXISTING UNDERGROUND
DOWNSPOUT COLLECTOR
PIPE TO BE REMOVED AND
REPLACED, SEE GRADING
PLAN SHEET C-2. NO WORK TO
BE PERFORMED ON
DOWNSPOUT ATTACHED TO
THE BUILDING.

FULL DEPTH SAWCUT AND
REMOVE CONCRETE

PAVING AS SHOWN (TYP.)

REMOVE CONCRETE PAVING AS SHOWN.
EFFORTS SHOULD BE MADE TO MINIMIZE
VIBRATIONS TO THE ADJACENT BUILDING

TO THE MAXIMUM EXTENT PRACTICAL.

EXISTING 6' CHAIN LINK
FENCE. (TYP). SEE NOTE 1.

CONCRETE PAVING
TO REMAIN

EXISTING 24" CMP
TO BE REMOVED

EXISTING SHED
TO BE REMOVED

BY OTHERS

SANITARY SEWER LINES

CONTRACTOR SHALL USE
EXTREME CAUTION WHEN

WORKING AROUND
EXISTING SUBSURFACE

STRUCTURES & UTILITIES.

EXISTING HEADWALL
TO  REMAIN

EXISTING
UTILITIES

TO REMAIN

EXISTING
UTILITIES

TO REMAIN

EXISTING
UTILITIES

TO REMAIN

EXISTING
UTILITIES

TO REMAIN

EXISTING WATERLINE TO
REMAIN, CITY OF COVINGTON

TO OFFSET WATERLINE AS
NECESSARY.

EXISTING FIRE
HYDRANT TO REMAIN

EXISTING SUBSURFACE
DRAINAGE TO REMAIN.
CONTRACTOR TO USE CAUTION
WHEN REMOVING CATCH BASIN.

EXISTING 42" RCP TO REMAIN.
PIPE SHALL HAVE COVER

REMOVED AND BACKFILLED IN
SELECT LOCATIONS IDENTIFIED
ON SHEET C-1.1. CONTRACTOR

SHALL CAP END AND PUMP WITH
GROUT/FLOWABLE FILL (2500 PSI)

EXISTING 42" RCP TO
BE CAPPED

3.5'

REMOVE
BUSHES

SHRUBBERY / BUSH DRIP LINE

EXISTING TREE
TO BE REMOVED

EXISTING TREE
TO BE REMOVED

EXISTING TREE TO BE REMOVED

EXISTING SHRUBBERY/BUSH
TO BE REMOVED

BUSHES

EXISTING PAVILION TO
REMAIN

LIMITS OF DISTURBANCE

REMOVE
BUSHES

CONTRACTOR SHALL USE
EXTREME CAUTION WHEN

EXCAVATING NEAR EXISTING
UNDERGROUND & OVERHEAD

UTILITIES

EXISTING GAS UTILITY LINE.

EXISTING CONCRETE CATCH
BASIN TO BE REMOVED.

1
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ZONE B

ZONE A15

N56°09'54"E 389.57 (R
1)

ZONE B

ZONE A15

N56°09'54"E 389.57 (R
1)

2

7

3

6

1

4

5

ZONE B

ZONE A15

N56°09'54"E 389.57 (R
1)

ZONE B

ZONE A15

N56°09'54"E 389.57 (R
1)

SF

SF

SF

SF

SF

SF
SF

SF

SF

SF

SF

SF

SF

SF

SF

SF

SF

SF

SF

SF

SF SF

SF

SF

LEGEND - NEW IMPROVEMENTS

GRASS/LANDSCAPE
AREA (BY CITY)

Know what's below.
Call before you dig.

CHECKED
DRAWN BY

DDG PROJECT NO.

Z:
\2

02
3\

23
-1

76
4\

C
O

AS
TA

L\
C

AD
\2

3-
17

64
 E

S-
1 

ER
O

SI
O

N
 C

O
N

TR
O

L 
PH

AS
E 

I.D
W

G 23-1764

06/27/2025

CMR
HLK

ML
K 

CR
EE

K 
DR

AI
NA

GE
 R

EH
AB

IL
IT

AT
IO

N
30

0 
C

O
VI

N
G

TO
N

 C
O

U
R

T
C

O
VI

N
G

TO
N

, L
A 

70
43

3
C

IT
Y 

O
F 

C
O

VI
N

G
TO

N

BID SET

© 2022 DUPLANTIS DESIGN GROUP, P.C.

SHEET

ES-1

CITY OF COVINGTON
PROJ. NO. C0240

EROSION CONTROL
PLAN

HORIZONTAL SCALE  IN  FEET

010' 5' 10' 20' 30'

EXISTING LEGEND
5/8" CAPPED IRON ROD SET (VF 804)
DRAIN INLET
ELEVATION POINT
FENCEPOST
FIRE HYDRANT
FLAG POLE
FOUND PROPERTY CORNER
GAS METER
GAS VALVE
MECHANICAL POINT
POWER DROP
POWER JUNCTION BOX
POWER POLE
SEWER CLEANOUT
SEWER LIFT STATION
SEWER MANHOLE
SIGN POLE
TELEPHONE PEDESTAL
TREE
WATER METER
WATER VALVE

CENTERLINE
DRAINAGE
EDGE OF BUILDING
FENCE
GROUND CONTOUR
FLOOD ZONE LINE
OVERHEAD ELECTRIC
PROPERTY LINE
SERVITUDE LINE
SHRUBBERY BUSH / TREE DRIP LINE
TOE OF DITCH
TOP OF DITCH
UNDERGROUND GAS
UNDERGROUND ELECTRIC
UNDERGROUND WATER

WM

EXISTING CONCRETE PARKING /
CONCRETE SIDEWALK

SANITARY SEWER LINES

EXISTING BUSHES

PERMANENT
RIPRAP

PROPERTY LINE

LIMITS OF DISTURBANCE

SILT FENCE SF

TEMPORARY INLET
PROTECTION

TEMPORARY PIPE
PROTECTION

EXISTING
42" RCP

TEMPORARY INLET
PROTECTION (TYP.)

TEMPORARY PIPE
PROTECTION

(TYP.)

SILT
FENCE

REQ'D RIP RAP AND GROUT
FOR VOIDS. REFERENCE BID
ITEM 711-01-03020 AND
710-01-00100B RESPECTIVELY.

CLAY CAP AREA

EROSION CONTROL NOTES:
1. SEDIMENT & EROSION CONTROL FACILITIES & STORM DRAINAGE FACILITIES SHALL BE INSTALLED PRIOR TO ANY OTHER CONSTRUCTION.
2. CONTRACTOR SHALL MAINTAIN EROSION CONTROL FACILITIES DURING THE ENTIRE CONSTRUCTION PERIOD.  FACILITIES ARE NOT TO BE REMOVED UNTIL COMPLETION OF THE PROJECT.
3. ADDITIONAL DEVICES MAY BE REQUIRED AS DEEMED NECESSARY BY GOVERNING AUTHORITIES.
4. SILT FENCES SHALL BE CLEANED OR REPLACED WHEN SILT BUILDS UP TO 1' FROM THE BOTTOM OF THE FENCE.
5. EROSION CONTROL MEASURES ARE TO BE INSPECTED WEEKLY & AFTER EACH RAINFALL & REPAIRED AS NECESSARY.
6. GRASS/VEGETATIVE COVER TO BE PERFORMED BY CITY. CONTRACTOR SHALL COORDINATE WITH CITY WHEN GRADING OPERATIONS ARE NEARING COMPLETION TO COORDINATE PLACEMENT OF SOD/SEED/VEGETATIVE COVER BY CITY OF COVINGTON

PUBLIC WORKS DEPARTMENT.
7. THE GENERAL CONTRACTOR & THE GRADING CONTRACTOR SHALL REVIEW THEIR GRADING SEQUENCE TO ENSURE THAT THE LEAST AMOUNT OF LAND POSSIBLE AT ANY ONE TIME IS DISTURBED WITHOUT PERMANENT STABILIZATION.
8. CONTRACTOR SHALL MAINTAIN SILT FENCES FOR THE DURATION OF THE PROJECT UNTIL ACCEPTED BY THE OWNER AT NO EXPENSE TO CITY.
9. PRIOR TO CONSTRUCTION, THE EROSION & SEDIMENT CONTROL MEASURES SHOWN HEREON SHALL BE IN PLACE.  CLEARING & GRUBBING OPERATIONS WILL BE ENGAGED IN ONLY AS  NECESSARY TO ALLOW THE PLACEMENT OF EROSION & SEDIMENT

CONTROL MEASURES AS SHOWN HEREON UNTIL ALL SUCH MEASURES ARE IN PLACE.
10. LAND DISTURBING ACTIVITIES WILL BE KEPT TO A MINIMUM & WILL NOT EXTEND BEYOND THE LIMITS SHOWN.
11. SEDIMENT & EROSION CONTROL MEASURES WILL BE INSPECTED ON A DAILY BASIS & WILL BE REPAIRED, ADJUSTED & MAINTAINED AS NEEDED OR REQUIRED BY GOVERNING AGENCIES AT NO ADDITIONAL EXPENSE TO THE OWNER TO PROVIDE EROSION

& SEDIMENT CONTROL FOR THE DURATION OF CONSTRUCTION & UNTIL ALL DISTURBED AREAS ARE STABILIZED.
12. ALL EROSION CONTROL MEASURES EXCEPT THE REQUIRED RIP RAP ARE TEMPORARY DEVICES.  THESE TEMPORARY DEVICES SHALL BE REMOVED PRIOR TO COMPLETION OF CONSTRUCTION ONCE STABILIZATION OF ALL GRASSED AREAS ARE

COMPLETE.

BMP MAINTENANCE EROSION NOTES:
ALL MEASURES STATED ON THIS SITE MAP, SHALL BE MAINTAINED IN FULLY FUNCTIONAL CONDITION UNTIL NO LONGER REQUIRED FOR A COMPLETED PHASE OF WORK OR FINAL STABILIZATION OF THE SITE.  ALL
EROSION & SEDIMENTATION CONTROL MEASURES SHALL BE CHECKED BY A QUALIFIED PERSON IN ACCORDANCE WITH THE CONTRACT DOCUMENTS OR THE APPLICABLE PERMIT, WHICHEVER IS MORE
STRINGENT, & REPAIRED IN ACCORDANCE WITH THE FOLLOWING:

1. INLET PROTECTION DEVICES & BARRIERS SHALL BE REPAIRED OR REPLACED IF THEY SHOW SIGNS OF UNDERMINING OR DETERIORATION.
2. VEGETATIVE COVER/SOD/SEED TO BE DONE BY CITY: ALL SEEDED AREAS SHALL BE CHECKED REGULARLY TO SEE THAT A GOOD STAND IS MAINTAINED.  AREAS SHOULD BE FERTILIZED, WATERED, &

RESEEDED AS NEEDED.
3. SILT FENCES SHALL BE REPAIRED TO THEIR ORIGINAL CONDITIONS IF DAMAGED.  SEDIMENT SHALL BE REMOVED FROM THE SILT FENCES WHEN IT REACHES ONE-HALF THE HEIGHT OF THE SILT FENCE.
4. THE CONSTRUCTION EXITS SHALL BE MAINTAINED IN A CONDITION WHICH WILL PREVENT TRACKING OR FLOW OF MUD ONTO PRIVATE DRIVES/PUBLIC RIGHTS-OF-WAY.  THIS MAY REQUIRE PERIODIC TOP

DRESSING OF THE CONSTRUCTION EXITS AS CONDITIONS DEMAND.
5. THE TEMPORARY PARKING & STORAGE AREA SHALL BE KEPT IN GOOD CONDITION (SUITABLE FOR PARKING & STORAGE).  THIS MAY REQUIRE PERIODIC TOP DRESSING OF THE TEMPORARY PARKING AREA

AS CONDITIONS DEMAND.
6. PRIOR TO LEAVING THE SITE, ALL VEHICLES SHALL BE CLEANED OF DEBRIS. ANY DEBRIS &/OR SEDIMENT REACHING THE PRIVATE DRIVES/PUBLIC STREET SHALL BE CLEANED IMMEDIATELY BY A METHOD

OTHER THAN FLUSHING.

LIMITS OF DISTURBANCE

SOD/SEEDING/VEGETATIVE
COVER TO BE DONE BY

CITY. SEE NOTE 6.

CONTRACTOR SHALL NOT
INSTALL RIP-RAP AND

FLOWABLE FILL DIRECTLY ON
TOP OF 6" WATERLINE.

CONTRACTOR SHALL
COORDINATE WITH THE CITY

OF COVINGTON PUBLIC
WORKS DEPARTMENT PRIOR

TO INSTALLATION OF RIP-RAP
AND FLOWABLE FILL (GROUT).
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ZONE B

ZONE A15

N56°09'54"E 389.57 (R
1)

ZONE B

ZONE A15

N56°09'54"E 389.57 (R
1)

SITE PLAN NOTES:
1. PROPERTY & TOPOGRAPHIC SURVEY WAS PREPARED ON 8/5/2024 BY DDG.
2. CONTRACTOR IS RESPONSIBLE FOR PROTECTING EXISTING BENCHMARK.
3. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL RELOCATIONS, INCLUDING BUT NOT LIMITED TO ALL EXISTING UTILITIES, STORM DRAINAGE, SIGNS, ETC. AS REQUIRED

FOR WIDENING OF ALL ROADWAYS.  ALL WORK SHALL BE IN ACCORDANCE WITH GOVERNING AUTHORITIES SPECIFICATIONS & SHALL BE APPROVED BY SUCH.
4. PRIOR TO THE START OF CONSTRUCTION ACTIVITIES THE CONTRACTOR MUST CALL 811 AND THE LOCAL UTILITY PROVIDERS TO HAVE ALL UTILITIES MARKED WITHIN

THE PROJECT AREA. AFTER UTILITIES ARE MARKED, THE CONTRACTOR SHALL PERFORM A PLAN IN HAND WALK THRU OF THE ENTIRE PROJECT AREA AND SHALL
CONTACT THE CIVIL ENGINEER IMMEDIATELY IF THERE ARE ANY DEVIATIONS IN THE LOCATIONS OF EXISTING UTILITIES SHOWN IN THE PLANS AND/OR THE PRESENCE
OF UTILITIES THAT ARE NOT SHOWN IN THE PLANS .

5. ALL NECESSARY PERMITS & APPROVALS FROM AGENCIES GOVERNING THE CONSTRUCTION OF THIS WORK SHALL BE SECURED PRIOR TO BEGINNING CONSTRUCTION.
6. THE CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION OF ALL AREAS INDICATED TO REMAIN UNDISTURBED OR TO REMAIN AS BUFFERS AND ALL PROPERTY

MARKERS. CONTRACTOR SHALL REPLACE ALL PINS ELIMINATED OR DAMAGED DURING CONSTRUCTION.
7. CONTRACTOR IS RESPONSIBLE FOR REPAIRS OR DAMAGE TO ANY EXISTING IMPROVEMENTS DURING CONSTRUCTION, SUCH AS, BUT NOT LIMITED TO, DRAINAGE,

UTILITIES, PAVEMENT, STRIPING, CURB, ETC., REPAIRS SHALL BE EQUAL TO OR BETTER THAN EXISTING CONDITIONS.
8. CONTRACTOR SHALL MATCH EXISTING PAVEMENT IN GRADE & ALIGNMENT.
9. ALL WORK SHOWN SHALL BE DONE IN ACCORDANCE WITH CONSTRUCTION DOCUMENTS.
10. ALL STRIPING LOCATED ON SITE SHALL COMPLY WITH THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES LATEST EDITION UNLESS OTHERWISE NOTED. STRIPING

IMPROVEMENTS LOCATED WITHIN THE ROAD RIGHT OF WAY SHALL COMPLY WITH THE REQUIREMENTS OF THE JURISDICTION.
11. ANY WORK IN THE RIGHT OF WAY SHALL BE PERFORMED IN ACCORDANCE WITH LOUISIANA DEPARTMENT OF TRANSPORTATION & DEVELOPMENT'S STANDARD

DRAWINGS & SPECIFICATIONS.
12. CONTRACTOR SHALL REMOVE PAVEMENT & CONCRETE IN ACCORDANCE WITH LOUISIANA DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS.
13. THE PROPERTIES SHOWN HEREIN LIE WITHIN ZONE B AND A15, ACCORDING TO FLOOD AREAS OF INSURANCE RATE MAPS PUBLISHED BY F.E.M.A. COMMUNITY PANEL

NO. 2202000005B DATED 11/19/1980.
14. THE PROPOSED EXCAVATION AREA AND CLAY CAP AREA DEPICTED ON THIS SHEET ARE RECOMMENDATIONS. THE CONTRACTOR SHALL INCLUDE IN THE WORK PLAN

THE PROCEDURE IN WHICH THE EXISTING PIPE WITH FLOWABLE FILL. SHOULD THIS PROCEDURE DEVIATE FROM WHAT IS SHOWN ON THESE PLANS.

LEGEND - NEW IMPROVEMENTS

PROPOSED AREA OF
EXCAVATION/CLAY
CAP AREA

CONCRETE PARKING
LOT

GRASS/LANDSCAPE
AREA (BY CITY)

Know what's below.
Call before you dig.
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SHEET

C-1.1

CITY OF COVINGTON
PROJ. NO. C0240

SITE PLAN
HORIZONTAL SCALE  IN  FEET

010' 5' 10' 20' 30'

20.00'
DRAINAGE SERVITUDE

20.00'

DRAINAG
E SERVITUDE

CLAY CAP OVER
EXISTING 42"

RCP (TYP.)

±8.00'

PROPOSED
HEADWALL

EXISTING HEADWALL TO
REMAIN, CAP 42" RCP

PROPOSED
42" RCP

EXISTING
42" RCP

REQ'D CONCRETE PAVEMENT PER DETAIL SECTION AND SPECIFICATIONS.
EFFORTS SHOULD BE MADE TO MINIMIZE VIBRATIONS TO THE ADJACENT

BUILDING TO THE MAXIMUM EXTENT PRACTICAL.

PROPOSED
42" RCP

PROPERTY
BOUNDARY

3.5'

20.00'
DRAINAGE SERVITUDE

20.00'

DRAINAGE SERVITUDE

EXISTING LEGEND
5/8" CAPPED IRON ROD SET (VF 804)
DRAIN INLET
ELEVATION POINT
FENCEPOST
FIRE HYDRANT
FLAG POLE
FOUND PROPERTY CORNER
GAS METER
GAS VALVE
MECHANICAL POINT
POWER DROP
POWER JUNCTION BOX
POWER POLE
SEWER CLEANOUT
SEWER LIFT STATION
SEWER MANHOLE
SIGN POLE
TELEPHONE PEDESTAL
TREE
WATER METER
WATER VALVE

CENTERLINE
DRAINAGE
EDGE OF BUILDING
FENCE
GROUND CONTOUR
FLOOD ZONE LINE
OVERHEAD ELECTRIC
PROPERTY LINE
SERVITUDE LINE
SHRUBBERY BUSH / TREE DRIP LINE
TOE OF DITCH
TOP OF DITCH
UNDERGROUND GAS
UNDERGROUND ELECTRIC
UNDERGROUND WATER

WM

EXISTING CONCRETE PARKING /
CONCRETE SIDEWALK

SANITARY SEWER LINES

EXISTING BUSHES

TOP OF
DITCH

REQ'D RIP RAP AND GROUT FOR
VOIDS. REFERENCE BID ITEM
711-01-03020 AND 710-01-00100B
RESPECTIVELY.

PERMANENT
RIPRAP

±53.09'

±48.04'

NO WORK WITHIN
5' OF EXISTING

PAVILION

LIMITS OF DISTURBANCE

PROPOSED FLOWABLE FILL INJECTION
POINT. ENGINEER HIGHLY RECOMMENDS
HAND EXCAVATION ONLY NEAR THE
EXISTING STRUCTURE.  CONTRACTOR
SHALL BACKFILL PIPE IN ACCORDANCE
WITH TECHNICAL SPECIFICATIONS.

PROPOSED FLOWABLE
FILL INJECTION POINT FOR
FILLING OF EXISTING PIPE.

PROPOSED FLOWABLE FILL
INJECTION POINT. ENGINEER
HIGHLY RECOMMENDS HAND
EXCAVATION ONLY NEAR THE
EXISTING STRUCTURE.
CONTRACTOR SHALL BACKFILL PIPE
IN ACCORDANCE WITH TECHNICAL
SPECIFICATIONS.

PROPOSED FLOWABLE FILL
INJECTION POINT. ENGINEER
HIGHLY RECOMMENDS HAND
EXCAVATION ONLY NEAR THE
EXISTING STRUCTURE.
CONTRACTOR SHALL BACKFILL PIPE
IN ACCORDANCE WITH TECHNICAL
SPECIFICATIONS.

PROPOSED FLOWABLE
FILL INJECTION POINT FOR
FILLING OF EXISTING PIPE.

REQ'D 20' DRAINAGE
SERVITUDE TO BE OBTAINED
BY CITY PRIOR TO
CONSTRUCTION.

CONTRACTOR SHALL NOT
INSTALL RIP-RAP AND

FLOWABLE FILL DIRECTLY ON
TOP OF 6" WATERLINE.

CONTRACTOR SHALL
COORDINATE WITH THE CITY

OF COVINGTON PUBLIC
WORKS DEPARTMENT PRIOR

TO INSTALLATION OF RIP-RAP
AND FLOWABLE FILL (GROUT).
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STRUCTURE TABLE

STRUCTURE
NUMBER

1

2
1-2

3
2-3

4
3-4

5
5-6

6
4-6

7
6-7

TYPE

CB-02

CB-02

CB-02

CB-02

CB-01

R-CB-11MOD.

OPEN PIPE

GUTTER/
CASTING

ELEV

20.51

22.25

21.75

20.50

18.00

20.83

22.07

INVERT
IN

14.64 (2)

14.79 (3)

14.97 (4)

15.23 (6)

15.31 (7)
15.33 (5)

ELEVATION
OUT

14.79 (1)

14.97 (2)

15.23 (3)

15.36 (6)

15.31 (4)

15.36 (6)

PIPE LENGTH

60'

71'

103'

13'

31'

20'

PIPE TYPE

42" *

42" *

42" *

15" *

42" *

42" *

PIPE SLOPE

0.25%

0.25%

0.25%

0.23%

0.25%

0.24%

WM

ZONE B

ZONE A15

N56°09'54"E 389.57 (R
1)

GM

UNDERGROUND TV CABLE

TVM

22

23

23

22

21

20

19

15

16

17

18

19

20

15

21

21

WM

ZONE B

ZONE A15

N56°09'54"E 389.57 (R
1)

GM

UNDERGROUND TV CABLE

TVM

22

23

23

22

21

20

19

15

16

17

18

19

20

15

21

21

WM

ZONE B

ZONE A15

N56°09'54"E 389.57 (R
1)

GM

UNDERGROUND TV CABLE

TVM

22

23

23

22

21

20

19

15

16

17

18

19

20

15

21

21

2

7

3

6

1

4

5

20

20

19

21

23

22

23

22

20.83 TOC

18.00 TOC

20.50 TOC

21.75 TOC

22.25 TOC

20.51 TOC

20.96(M.E.)

20.93(M.E.)

21.78 M.E.

21.77 M.E.

21.19(M.E.)

22.25 HP

23.00 HP

20.95 HP

7

6

4

3

2

1

16

18

19

17

15

23

22

22

21

20

21.54(M.E.)

21.73(M.E.)

21.74(M.E.)

21.53(M.E.)

21.36(M.E.)

21.16(M.E.)

21.06(M.E.)
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BID SET

© 2022 DUPLANTIS DESIGN GROUP, P.C.

SHEET

C-2

CITY OF COVINGTON
PROJ. NO. C0240

GRADING PLAN
HORIZONTAL SCALE  IN  FEET

010' 5' 10' 20' 30'Know what's below.
Call before you dig.

PERMANENT RIP RAP

STRUCTURE NUMBER

CONTOUR

SPOT ELEVATION

RCP/RPVCP SUBSURFACE DRAINAGE

MANHOLE

CATCH BASIN

12

12.00

LEGEND - NEW IMPROVEMENTS

#

SPOT ELEVATION (TOP OF PAVEMENT) 12.00 T.P.

SPOT ELEVATION (TOP OF CONCRETE) 12.00 T.C.

SPOT ELEVATION (MATCH EXISTING) 12.00 M.E.

SWALE

8" PVC/RPVCP DOWNSPOUT COLLECTOR

GRADING NOTES:
1. TOPOGRAPHIC INFORMATION WAS TAKEN FROM THE TOPOGRAPHIC SURVEY INCLUDED AS PART OF THESE CONSTRUCTION DOCUMENTS. IF

CONTRACTOR DOES NOT ACCEPT EXISTING TOPOGRAPHY AS SHOWN ON THE PLANS, WITHOUT EXCEPTION, THE CONTRACTOR SHALL HAVE MADE, AT HIS
EXPENSE, A TOPOGRAPHIC SURVEY BY A REGISTERED LAND SURVEYOR & SUBMIT IT TO THE OWNER FOR REVIEW AND APPROVAL.

2. EXISTING AND/OR PROPOSED GRADE CONTOURS ARE SHOWN AT ONE FOOT (1') INTERVALS.
3. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION &/OR ELEVATION OF EXISTING UTILITIES AS SHOWN ON THESE PLANS IS BASED ON

RECORDS OF THE VARIOUS UTILITY COMPANIES & WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS NOT TO BE RELIED ON
AS BEING EXACT OR COMPLETE. THE CONTRACTOR MUST CALL THE APPROPRIATE UTILITY COMPANY AT LEAST 48 HOURS BEFORE ANY EXCAVATION TO
REQUEST EXACT FIELD LOCATION OF UTILITIES.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL EXISTING UTILITIES WHICH
CONFLICT WITH THE REQUIRED IMPROVEMENTS SHOWN ON THE PLANS.

4. CONTRACTOR IS RESPONSIBLE FOR VERIFYING ALL UTILITIES & NOTIFYING THE APPROPRIATE UTILITY COMPANY PRIOR TO BEGINNING CONSTRUCTION.
5. CONTRACTOR SHALL VERIFY HORIZONTAL & VERTICAL LOCATION OF ALL EXISTING STORM SEWER STRUCTURES, PIPES, & ALL UTILITIES PRIOR TO

CONSTRUCTION. PRIOR TO ORDERING STORM DRAIN STRUCTURES, THE CONTRACTOR SHALL VERIFY THE INVERT OF THE EXISTING STORM DRAIN
SYSTEM AT THE TIE IN POINT(S) AND NOTIFY THE CIVIL ENGINEER OF ANY DEVIATION TO WHAT IS SHOWN ON THE PLANS.

6. CLEARING & GRUBBING LIMITS SHALL INCLUDE ALL AREAS DISTURBED BY GRADING OPERATIONS.  CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION
OF ALL UNDISTURBED AREAS, ALL PROPERTY CORNERS & REPLACING ALL PROPERTY CORNER MARKERS ELIMINATED OR DAMAGED DURING
CONSTRUCTION.

7. CONTRACTOR SHALL COMPLY TO THE FULLEST EXTENT WITH THE LATEST STANDARD OF OSHA DIRECTIVES OR ANY OTHER AGENCY HAVING
JURISDICTION FOR EXCAVATION & TRENCHING PROCEDURES. THE CONTRACTOR SHALL USE SUPPORT SYSTEMS, SLOPING, BENCHING, & OTHER MEANS
OF PROTECTION. THIS TO INCLUDE BUT NOT LIMITED TO, ACCESS & EGRESS FROM ALL EXCAVATION & TRENCHING. CONTRACTOR IS RESPONSIBLE TO
COMPLY WITH PERFORMANCE CRITERIA FOR OSHA.

8. SEE SHEET C-1.1 FOR OVERALL SITE LAYOUT.
9. THE CONTRACTOR IS RESPONSIBLE FOR ESTABLISHING VERTICAL CONTROL UTILIZING THE EXISTING SITE BENCHMARK AND VERIFYING THEIR ACCURACY

PRIOR TO CONSTRUCTION.
10. ADEQUATE DRAINAGE MEASURES MUST BE ESTABLISHED, MAINTAINED, AND TEMPORARILY ADJUSTED AS NEEDED THROUGHOUT CONSTRUCTION TO

PROVIDE POSITIVE DRAINAGE AT ALL TIMES AND PREVENT ACCUMULATION OF SURFACE WATER. THE CONTRACTOR IS RESPONSIBLE FOR MAINTAINING
SUBGRADE CONDITIONS AND PROTECTING THE CONDITION OF PREVIOUSLY PERFORMED EARTHWORK.

11. DEWATERING: GROUNDWATER LEVELS CAN FLUCTUATE DEPENDING ON TIME OF YEAR. THE CONTRACTOR SHALL INCLUDE PROVISIONS IN THEIR BASE
BID FOR WATER CONTROL DURING CONSTRUCTION INCLUDING (BUT NOT LIMITED TO) DEEP EXCAVATIONS, DEMOLITION, PROOF ROLLING ACTIVITIES,
FOUNDATION/FOOTING WORK, PLACEMENT OF FILL, AND INSTALLATION OF SUB-SURFACE IMPROVEMENTS.

STORM DRAINAGE NOTES:
1. ALL PIPES ENTERING STORM SEWER STRUCTURES SHALL BE SEALED TO ASSURE CONNECTION AT

STRUCTURE IS WATER TIGHT.
2. ALL PIPES & STRUCTURES ON STREET RIGHT-OF-WAY SHALL BE PER LOUISIANA DEPARTMENT OF

TRANSPORTATION STANDARDS & SPECIFICATIONS.
3. REFERENCE DETAIL SHEETS  AND TECHNICAL SPECIFICATIONS FOR CONSTRUCTION DETAILS.
4. 8" SCH. 40 PVC/RPVCP SHALL BE INSTALLED PER  THE SPECIFICATIONS AND THE DETAIL SHOWN ON

SHEET C-5.
5. ALL OTHER PIPES SHALL BE INSTALLED PER THE SPECIFICATATIONS AND LADOTD STANDARD PLAN

BM-01 SHEETS 01 & 02 DATED 10-26-2025.
6. DOWNSPOUT COLLECTORS ARE SHOWN IN THE GENERAL CONFIGURATION, THE CONTRACTOR

SHALL FIELD FIT THE DOWNSPOUT COLLECTORS. CONTRACTOR SHALL PROVIDE ALL REQUIRED
FITTINGS WHETHER OR NOT SPECIFICALLY NOTED ON THE PLAN. ALL FITTINGS SHALL BE WATER
TIGHT AND INTENDED FOR USE WITH THE PIPE MATERIAL WHICH IS BEING UTILIZED.

7. 8" SCH. 40 PVC/RPVCP PIPE IS NOT INCLUDED IN THE "STRUCTURE TABLE" SHOWN ON THIS SHEET.
PIPE SHALL BE PLACED PER THE INVERT ELEVATION LABELED ON THIS PLAN SHEET. CONTRACTOR
SHALL PULL DIMENSIONS FROM THIS SHEET AND PERFORM HIS OWN TAKEOFF TO VERIFY PIPE
LENGTH AND OVERALL QUANTITIES.

STRUCTURE TYPES:
DRAINAGE STRUCTURES SHALL BE PRECAST OR CAST-IN-PLACE CONCRETE IN ACCORDANCE WITH
DOTD REQUIREMENTS AS FOLLOWS:

AREA INLETS CB-01, CB-02 (PIPES LARGER THAN 36")
MANHOLES R-CB-11MOD.

ALL INLET FRAMES & GRATES SHALL BE VULCAN FOUNDRY CORP. CATALOG #V-4863 OR EQUAL.

PIPE NOTES:
IN THE DRAINAGE CHART, THE "PIPE TYPE" COLUMN DEFINES THE SIZE & MATERIAL TYPE OF THE PIPE.
WHERE A SPECIFIC PIPE TYPE IS CALLED FOR, THAT SPECIFIC PIPE TYPE MUST BE UTILIZED.  WHERE AN
ASTERISK (*) IS SPECIFIED ,THE CONTRACTOR MAY UTILIZE ANY ONE OF THE PIPE TYPES LISTED BELOW.
THE #'S LISTED REFER TO THE FOLLOWING PIPE TYPES:

1. REINFORCED CONCRETE PIPE (RCP/RCPA)
2. REINFORCED POLYVINYL CHLORIDE PIPE (RPVCP) A2000 OR EQUIVALENT

NOTES:
1. THE CONTRACTOR SHALL SUBMIT BUOYANCY CALCULATIONS ON ALL RUNS OF PIPE THAT DO NOT

UTILIZE CONCRETE PIPE.  BUOYANCY CALCULATIONS SHALL BE PREPARED, SIGNED, & SEALED BY A
REGISTERED ENGINEER, SHALL REPRESENT ACTUAL FIELD CONDITIONS, & SHALL DEMONSTRATE
THAT THE PIPE UTILIZED WILL NOT BECOME BUOYANT UNDER ANY CONDITIONS.  THE CONTRACTOR
MAY ELECT TO PROVIDE A RESTRAINING SYSTEM, DESIGNED BY A REGISTERED ENGINEER,
ADEQUATE TO RESIST BUOYANT FORCES WHERE NECESSARY.

PERMANENT RIPRAP

EXISTING LEGEND
5/8" CAPPED IRON ROD SET (VF 804)
DRAIN INLET
ELEVATION POINT
FENCEPOST
FIRE HYDRANT
FLAG POLE
FOUND PROPERTY CORNER
GAS METER
GAS VALVE
MECHANICAL POINT
POWER DROP
POWER JUNCTION BOX
POWER POLE
SEWER CLEANOUT
SEWER LIFT STATION
SEWER MANHOLE
SIGN POLE
TELEPHONE PEDESTAL
TREE
WATER METER
WATER VALVE

CENTERLINE
DRAINAGE
EDGE OF BUILDING
FENCE
GROUND CONTOUR
FLOOD ZONE LINE
OVERHEAD ELECTRIC
PROPERTY LINE
SERVITUDE LINE
TREE DRIP LINE
TOE OF DITCH
TOP OF DITCH
UNDERGROUND GAS
UNDERGROUND ELECTRIC
UNDERGROUND WATER

WM

EXISTING CONCRETE PARKING /
CONCRETE SIDEWALK

SANITARY SEWER LINES

SHRUBBERY / BUSH DRIP LINE

CONTRACTOR SHALL USE
EXTREME CAUTION WHEN

WORKING AROUND
EXISTING SUBSURFACE

STRUCTURES & UTILITIES.

8" SCH 40 PVC/RPVCP
DOWNSPOUT COLLECTORS

(TYP). SEE STORM DRAINAGE
NOTES 5-7 ON THIS SHEET

CLEANOUT

CLEANOUT (TYP)
8" SCH. 40 PVC/RPVCP
INV = 19.75'

REQ'D 8" INSERTA TEE
8" SCH. 40 PVC/RPVCP
INV = 16.50'

LIMITS OF DISTURBANCE

8" SCH. 40 PVC/RPVCP
 INV = 19.50'

8" SCH. 40 PVC/RPVCP
INV = 18.70'

8" SCH. 40 PVC/RPVCP
INV = 18.96'

INV = 16.00'
CONTRACTOR TO ADJUST
PIPE TO MEET INVERT OF
16.00' AT CATCH BASIN TIE IN.

8" SCH. 40 PVC/RPVCP
INV = 19.00'

8" SCH. 40 PVC/RPVCP
INV = 18.5'

8" SCH. 40 PVC/RPVCP
INV = 19.75'

8" SCH. 40 PVC/RPVCP
INV = 14.79'

8" SCH. 40 PVC/RPVCP
INV = 17.03'

CONCRETE
HEADWALL. REF.

DETAIL SHEET.

SUBSURFACE DRAINAGE

EXISTING WATERLINE SHALL REMAIN IN PLACE. PRIOR TO BEGINNING
ANY CONSTRUCTION ACTIVITIES, THE CONTRACTOR SHALL CONTACT THE
CITY OF COVINGTON PUBLIC WORKS DEPARTMENT AT (985) 898-4700. THE
WATERLINE SHALL BE OFFSET ABOVE THE PROPOSED 42-INCH PIPE. THE
CONTRACTOR IS RESPONSIBLE FOR LOCATING AND EXPOSING THE
EXISTING WATERLINE. ALL WORK RELATED TO OFFSETTING THE
WATERLINE SHALL BE PERFORMED BY THE CITY OF COVINGTON PUBLIC
WORKS DEPARTMENT.

EXISTING 6" STEEL WATER LINE
APPROX. TOP OF PIPE @ EL. 18.56'

CONFLICT WITH EXISTING
WATERLINE. CONTRACTOR TO
ADJUST DOWNSPOUT DRAIN
PIPE ABOVE OR BELOW
WATERLINE TO AVOID
CONFLICT.

CONTRACTOR SHALL USE
EXTREME CAUTION WHEN

WORKING AROUND
EXISTING SUBSURFACE

STRUCTURES & UTILITIES.

CONFLICT WITH EXISTING
WATERLINE. CONTRACTOR TO
ADJUST DOWNSPOUT DRAIN
PIPE BELOW WATERLINE TO
AVOID CONFLICT.

1 REVISION 1 - 08/05/2025

REQ'D CB-02. CONTRACTOR SHALL TIE IN
EXISTING SUBSURFACE DRAINAGE AND NEW

PROPOSED 42" DRAINAGE TO NEW CB-02
STRUCTURE.

1

08/05/2025
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LOUISIANA UNIFORM PUBLIC WORK BID FORM 
UNIT PRICE FORM  

TO: City of Covington  BID FOR: City of Covington 
317 N. Jefferson Avenue 
Covington, LA 70433 

UNIT PRICES:  This form shall be used for any and all work required by the Bidding Documents and described as unit prices.  Amounts shall be stated in figures and only in figures. 
DESCRIPTION:  Base Bid or  Alt.# ___

REF. NO. QUANTITY: UNIT OF MEASURE: UNIT PRICE UNIT PRICE EXTENSION (Quantity times Unit Price) 

 DESCRIPTION:  Base Bid or  Alt.# ___
REF. NO. QUANTITY: UNIT OF MEASURE: UNIT PRICE UNIT PRICE EXTENSION (Quantity times Unit Price) 

 DESCRIPTION:  Base Bid or  Alt.# ___
REF. NO. QUANTITY: UNIT OF MEASURE: UNIT PRICE UNIT PRICE EXTENSION (Quantity times Unit Price) 

 DESCRIPTION:  Base Bid or  Alt.# ___
REF. NO. QUANTITY: UNIT OF MEASURE: UNIT PRICE UNIT PRICE EXTENSION (Quantity times Unit Price) 

 DESCRIPTION:  Base Bid or  Alt.# ___
REF. NO. QUANTITY: UNIT OF MEASURE: UNIT PRICE UNIT PRICE EXTENSION (Quantity times Unit Price) 

 DESCRIPTION:  Base Bid or  Alt.# ___
REF. NO. QUANTITY: UNIT OF MEASURE: UNIT PRICE UNIT PRICE EXTENSION (Quantity times Unit Price) 

 DESCRIPTION:  Base Bid or  Alt.# ___
REF. NO. QUANTITY: UNIT OF MEASURE: UNIT PRICE UNIT PRICE EXTENSION (Quantity times Unit Price) 

 DESCRIPTION:  Base Bid or  Alt.# ___
REF. NO. QUANTITY: UNIT OF MEASURE: UNIT PRICE UNIT PRICE EXTENSION (Quantity times Unit Price) 

All quantities are estimated.   The contractor will be paid based upon actual quantities as verified by the Owner. 

MLK DRAINAGE REHABILITATION
C0240

MOBILIZATION

727-01-00100 1 LS

CONSTRUCTION LAYOUT

GR-02 1 LS

REMOVAL OF PIPE (4" PIPE)

202-02-32140 50 LF

REMOVAL OF PIPE (24")

202-02-32142 20 LF

REMOVAL OF CONCRETE DRIVES

202-02-06100 111 SY

CONCRETE DRIVE (6" THICK)

706-02-00300 111 SY

CLEARING AND GRUBBING

201-01-00100 1 LS

STORM DRAIN (15") (RCP/RPVCP)

701-03-01002 13 LF

✔

✔

✔

✔

✔

✔

✔

✔
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LOUISIANA UNIFORM PUBLIC WORK BID FORM 
UNIT PRICE FORM  

TO: City of Covington  BID FOR: City of Covington 
317 N. Jefferson Avenue 
Covington, LA 70433 

UNIT PRICES:  This form shall be used for any and all work required by the Bidding Documents and described as unit prices.  Amounts shall be stated in figures and only in figures. 
DESCRIPTION:  Base Bid or  Alt.# ___

REF. NO. QUANTITY: UNIT OF MEASURE: UNIT PRICE UNIT PRICE EXTENSION (Quantity times Unit Price) 

 DESCRIPTION:  Base Bid or  Alt.# ___
REF. NO. QUANTITY: UNIT OF MEASURE: UNIT PRICE UNIT PRICE EXTENSION (Quantity times Unit Price) 

 DESCRIPTION:  Base Bid or  Alt.# ___
REF. NO. QUANTITY: UNIT OF MEASURE: UNIT PRICE UNIT PRICE EXTENSION (Quantity times Unit Price) 

 DESCRIPTION:  Base Bid or  Alt.# ___
REF. NO. QUANTITY: UNIT OF MEASURE: UNIT PRICE UNIT PRICE EXTENSION (Quantity times Unit Price) 

 DESCRIPTION:  Base Bid or  Alt.# ___
REF. NO. QUANTITY: UNIT OF MEASURE: UNIT PRICE UNIT PRICE EXTENSION (Quantity times Unit Price) 

 DESCRIPTION:  Base Bid or  Alt.# ___
REF. NO. QUANTITY: UNIT OF MEASURE: UNIT PRICE UNIT PRICE EXTENSION (Quantity times Unit Price) 

 DESCRIPTION:  Base Bid or  Alt.# ___
REF. NO. QUANTITY: UNIT OF MEASURE: UNIT PRICE UNIT PRICE EXTENSION (Quantity times Unit Price) 

 DESCRIPTION:  Base Bid or  Alt.# ___
REF. NO. QUANTITY: UNIT OF MEASURE: UNIT PRICE UNIT PRICE EXTENSION (Quantity times Unit Price) 

All quantities are estimated.   The contractor will be paid based upon actual quantities as verified by the Owner. 

MLK DRAINAGE REHABILITATION
C0240

STORM DRAIN (42") (RCP/RPVCP)

701-03-01092 285 LF

STORM DRAIN PLASTIC TEES

NS-701-03001 1 EA

STORM DRAIN (8" SCH 40 PVC) (DOWNSPOUT COLLECTOR)

701-03-01006 200 LF

FLOWABLE FILL (FILL EXISTING PIPE)

710-01-00100A 83 CY

FLOWABLE FILL (8" THICK - GROUT RIP-RAP)

710-01-00100B 116 SY

MANHOLE (R-CB-11MOD)

702-02-00300 1 EA

CATCH BASIN (CB-02)

702-03-00200 4 EA

CATCH BASIN (CB-01)

702-03-00100 1 EA

✔

✔

✔

✔

✔

✔

✔

✔
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